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Bedienhinweis 76200120

Wechselrichter 
Inverto 120

1. Eingangsspannung (12 V) prüfen.
2. Die Ausgangsleistung Ihres Geräts darf 

die Dauerleistung des Wechselrichter nicht 
überschreiten.

3. Anschlussstecker in den Zigarettenanzün-
der Ihres Fahrzeuges stecken. Wechselrich-
ter einschalten und warten, bis die Anzeige-
Lämpchen grün leuchten.

4. Das Gerät an die AC Steckdose anschließen, 
danach können Sie es sofort benutzen.

< modifizierte Sinuswelle
< Schutz vor Überspannung, Unterspannung,  

Überhitzung und Kurzschluss
< akustische Störungswarnung
< automatische Abschaltung bei Batterie  

Niedrigstand
< Alarm bei Batterie Niedrigstand
< Zusatzsicherung im Lieferumfang

 Warnhinweis
Bitte für eine ausreichende Belüftung sor-
gen. Das Gerät nicht abdecken, oder hinter 
Verkleidungsteilen einbauen. Wärmeent-
wicklung!

Technische Daten:
Eingangsspannung: 12 V
Ausgangsspannung: 230 V
Nennleistung: 200 W 
Stromstärke bei 12 V: 10 A
Wirkungsgrad: 90 %
L x B x H: 133 x 78 x 45 mm
Gewicht: 0,53 kg
Ergänzungsartikel: mit Sicherung
Version: mit Anzünderstecker,

USB-Anschluss,
VDE-Schukosteckdose

Prüfzeichen: CE
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Operating Instruction 76200120

Inverter 
Inverto 120

1. check the Input Voltage (12 V).
2. Output Power of electric appliance will be 

under the continuous power of the power 
inverter.

3. Connect the plug to the cigarette lighter in 
your car, turn on the switch and wait for the 
indicator light to green.

4. Connect your electric appliance to the AC 
socket, then you can start to use it.

< modified sinus wave
< protects from excess voltage,  

undervoltage, overheating
< acoustic problem alarm
< automatic switch-off when battery  

charge is low
< alarm when battery charge is low
< additional fuse in scope of supply

 Warning note
Please ensure sufficient ventilation. Do not 
cover the device or install it behind panel-
ling. Heat development!

Technical Data:
Input Voltage: 12 V
Output Voltage: 230 V
Continous Power: 200 W
Current at 12 V: 10 A
Efficiency: 90 %
L x W x H: 133 x 78 x 45 mm
Weight: 0,53 kg
Accessories: with fuse
Version: with Cigarette 

lighter adapter,
USB-Port, VDE-Schuk,

Inspection Tag: CE


